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Abstract 
Electrochemical nano and micro fabrication by Flow and Chemistry is a maskless micro-
patterning technology that uses an acid-free and low ion concentration electrolyte. However, 
the effects of additives on the electrochemical behaviour of this type of electrolyte are still 
unknown; hence, their role during micro- and nano-fabrication is unpredictable. This study 
reports the effect of a suppressor (Copper Gleam B), an accelerator (Copper Gleam A) and a 
promoter (Cl-) on the electrochemical behaviour of copper reduction. The three additives, 
when employed separately, were found to increase cathode polarisation. The combination of 
Copper Gleam B and Cl- showed strong inhibition, particularly in the diffusion-limited 
region. The addition of Copper Gleam A to the Copper Gleam B-Cl- mix increased the 
limiting current and suggested plating acceleration. These effects are interpreted in terms of 
the adsorption-desorption behaviour of the additives on the cathode surface.    
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1.0 Introduction 
Copper electroplating plays an important role in the electronics industry [1]. 
Electroplating is a key step in the Damascene process that is commonly used to fabricate the 
fine copper metallisation and interconnects found in semiconductor devices [2]. Similarly, 
electroplating is used to make copper patterns in the printed circuit boards (PCBs). These 
copper lines serve as electrical channels that connect one micro-component to the next.  
A key to the success of the electroplating process in electronics application is the 
plating additive. Additives enabled µVXSHUILOOLQJ¶ in interconnect application. Superfilling 
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describes the process in which metal deposition proceeds at the bottom of a trench and 
gradually progresses to the top. Consequently, recessed regions are filled without creating 
seams and voids within the plated structure [3-9]. Additives are also used for conformal 
plating of vias and through-holes in PCBs [10]. Conformal plating ensures uniform copper 
thickness in these areas for reliable electrical conduction. 
In the past decade the Electrochemical nano and micro fabrication by Flow and 
Chemistry (EnFACE) process, developed by Roy et al. [11-15] has offered the possibility of 
mask-less deposition and dissolution of fine copper lines. The EnFACE electrolyte chemistry 
is copper sulfate-based, containing low copper salt concentration, acid-free and additive-free. 
However, the effects of additives on the electrochemical behaviour of the EnFACE 
electrolyte are still unknown; therefore their role during micro- and nano-fabrication is 
unpredictable.  
Past studies have elucidated the role of additives in superfilling [15-18] and PCB [19-
22] copper plating. The fundamental combination of superfilling additives is based on a 
mixture of a suppressor and accelerator [1]. Suppressors are usually polyalkylene glycol 
(PAG) polymers with molecular weight of at least 2000; such as polyethylene glycol (PEG) 
[23, 24]. Suppressors limit metal deposition when adsorbed at the copper surface and create 
macro-leveling [25]. Accelerators are typically propane sulfonic acids, such as bis (3-
sulfopropyl) disulfide (SPS) and 3-mercapto-1-propanesulfonate (MPS) [26]. Chloride ions 
(Cl-), when added as a promoter, can enhance the suppressing or the accelerating effect of 
other additives such as PEG and SPS [23, 27-28].  
A popular commercial additive is a Copper Gleam series manufactured by Rohm 
Haas. Copper Gleam consists of different additives, likely a combination of suppressors, 
accelerators and promoters, with each one imparting a specific set of attributes to the copper 
deposit. This additive has found acceptance in the plating industry, and a number of studies 
have also used this product to investigate the effect of additives on plating baths [29-31]. 
Recently, Dela Pena et al. [31] noted the reduction of grain size, the increase of yield and 
tensile strength, and the reduction of ductility and conductivity in copper films after using 
Copper Gleam in a low copper concentration electrolyte. Although the Copper Gleam system 
seems to have a similar suppressor-promoter profile, the roles of the individual components 
has not been analysed. 
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The primary aim of this study was to understand the fundamental action of Copper 
Gleam in the electrolyte used for maskless process (EnFACE). The EnFACE electrolyte is 
acid-free and has low concentration of Cu salt (0.1 M CuSO4). Cathodic polarisation 
experiments, using the classic three-electrode electrochemical apparatus, were performed on 
the additive-free and additive-containing EnFACE electrolytes to reveal the mechanism of 
additive action during plating. This paper, hence, is the first to report on the electrochemical 
behaviour of Copper Gleam and Cl- additives in acid-free electrolytes containing low metal 




Potentiodynamic experiments were performed using the three-electrode apparatus. The 
working electrode was a 0.5 mm diameter copper rod encased in epoxy, with only the end 
exposed. The counter electrode was a 25 cm2 copper sheet. The reference electrode was 
Ag/AgCl/Sat. KCl (+0.197 VSHE) inserted in a luggin capillary. Measurements were done 
using an Autolab potentiostat (PGSTAT101) and data analysed using the NOVA 1.7 
software. Mechanical stirring was not performed during the polarisation tests.   
2.2 Chemicals 
Technical grade CuSO4 and H2SO4 were used for preparing the plating electrolytes. 
The additives used were Copper gleam HS ± 200 A (accelerator) and B (suppressor) from 
Rohm Haas, and Cl- were sourced from concentrated HCl (37% HCl Sigma Aldrich). The 
compositions of the additive-free and additive-containing electrolytes are presented in Table 
1.  The additive-free EnFACE electrolyte consisted of 0.1 M CuSO4 solution. The standard 
electrolyte composition was obtained from industry recommended values [32]. The data for 
polarisation was interpreted against the standard. 
The superfilling additives tested were Copper Gleam B, Copper Gleam A, and Cl-. 
The amount of additives used in the tests is based on the manufacturer- recommended dosage 
consisting of 10 g/L Copper Gleam B, 0.5 g/L Copper Gleam A, and 70 ppm Cl-. Therefore, 
all calculations of percent dosages (i.e. 17, 33, 50,100 and 200%) were based on the 
recommended values. For example, a 33% single-additive Cl- concentration (Cl-33) needed 
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23.1 ppm Cl- in the bath; or a 50% triple-additive concentration in the EnFACE electrolyte 
(E-50) required 5 g/L Copper Gleam B, 0.25 g/L Copper Gleam A, and 35 ppm Cl-. 
2.3 Procedure 
Prior to each test, the working electrode was polished using 4000 grit SiC. The 
polished copper rod was washed with ethanol and air dried. The electrolyte was poured into 
the bath chamber, and the three electrodes were immersed in the solution. Polarisation 
measurements were then performed accordingly at a scan rate was 0.002 Vs-1 and over the 
cathodic potential range of 0 V to -1.0 V. 
  
Three sets of polarisation experiments were conducted. The first set compared 
cathode polarisation in the standard (S) and the EnFACE (E) electrolytes. The second set 
investigated the effect of different concentrations of single additives on the polarisation 
behaviour in the EnFACE bath. In the third set, the effect of different concentrations of the 
multi-additive mixtures (i.e. Copper Gleam B-Cl- and Copper Gleam B-Cl--Copper Gleam A) 
were studied.  
 
3.0 Results and Discussion 
3.1 Standard Copper vs EnFACE Bath 
Figure 1 presents the current density-potential (i-V) curve of the additive-free 
standard copper (S-0) electrolyte with the EnFACE (E-0) electrolyte. Figure 1a shows the 
plots over the potential range of 0 to -1.0 VAg/AgCl; Figure 1b presents a close-up view of the 
curves at potentials 0 to -0.2 VAg/AgCl to show details in this potential range. 
 
The S-0 electrolyte has the characteristic sigmoidal shape that contained the typical 
charge-transfer, mixed control, and limiting current regions in the cathodic polarisation 
curves. In contrast, the polarisation curve of E-0 has a very small charge-transfer region, due 
to the early appearance of the mass transfer limited current.  
 
The absence of an inflection point characteristic of hydrogen evolution (HE) in the 
curve of E-0 suggests that HE occurred at potentials beyond -1.0 VAg/AgCl. In the S-0 
electrolyte, HE was observed at about -0.8 VAg/AgCl. Hydrogen evolution can proceed through 
the reduction of H+ or the breakdown of water, and the dominant reaction route depends on 
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pH.  In neutral solutions, hydrogen is produced from the decomposition of water; at potentials 
more negative than -0.6 VAg/AgCl [33]. In acidic solutions, hydrogen is produced via the 
reduction of H+ and is expected to occur at potentials less negative than -0.6 VAg/AgCl, in 
agreement with the current study. 
 
The mass transfer limiting currents, iLim, for S-0 and E-0 are listed in Table 2, and 
shows that the iLim of E-0 is about 75% lower than the iLim of S-0. The iLim for copper 
deposition from an acid-containing electrolyte such as S-0, iL,S-0, and an acid-free electrolyte 
such as E-0, iL,E-0,  may be expressed by: 
 
                                       ݅௅ǡௌି଴ ൌ ݊ܨܦ ஼಴ೠǡೄషబఋ                                             (1) 
 
                                          ݅௅ǡாି଴ ൌ ݊ܨܦ ஼಴ೠǡಶషబఋሺଵି௧శሻ                                           (2) 
 
where n is the oxidation number of Cu, F is the Faradays number, D is diffusivity of Cu in 
the electrolyte, CCu is the concentration of Cu
2+, G is the thickness of the Nernst diffusion 
layer, and t+ is the ion transport or transference number of the Cu cation, which needs to be 
taken into account due to the low conductivity of the solution. 
 
 Assuming that the diffusion layer for Cu2+ is similar in the two electrolytes, then (1) 
and (2) transforms to: 
                                            
௜ಽǡೄషబ௜ಽǡಶషబ ൌ ஼಴ೠǡೄషబ஼಴ೠǡಶషబ ሺ ? െ ݐ஼௨ሻ                                       (3)  
Using the concentration of Cu2+ in the two electrolytes and the ion transport number of Cu2+ 
in the EnFACE electrolyte (t+=0.358; [34]) the theoretical ratio of the limiting currents is 
equal to 4.04. On the other hand, the values shown in Table 2 yields an experimental value of 
the ratio equal to 3.92, which is similar to the calculated theoretical value. This proves that 
the polarisation behaviour of the EnFACE electrolyte is primarily influenced by the low 
concentration of Cu2+. 
3.2. Effect of Single Additive 
Figure 2a shows the effect of different amounts of Cl- ions on cathode polarisation in 
the EnFACE electrolyte. The i-V curves of the Cl--containing electrolytes lacked the charge-
transfer region and started at the mixed-control region. Cl- shifted the curves to lower i both 
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in the mixed-control and iLim regions, indicating plating inhibition. The degree of inhibition 
progressively increased with increasing amounts of Cl-, suggesting concentration-dependent 
polarisation in the electrolyte. 
Past studies reported the ability of Cl- to increase cathode polarisation in copper 
electrolytes [33, 35-37]. Soares et al. [37] proposed that this is due to the formation of a 
passive layer of CuCl at the cathode when the Cu2+ concentration of the electrolyte exceeds 
1mM. The recommended Cl- concentration used in this study is about 2 mM; thus, it is 
conceivable that the formation of the said CuCl film caused the observed polarisation.  
Figure 2b shows the effect of varying amounts of Copper Gleam B on cathodic 
polarisation in the ENFACE plating electrolyte. As the amount of Gleam B was increased, 
the polarisation curves shifted to lower i and more negative potentials; again indicative of 
plating inhibition. Similarly, inhibition was found to be strongly concentration-dependent, 
with maximum polarisation occurring at the highest additive concentration. The charge-
transfer region became prominent in the cathodic potential range after the addition of Copper 
Gleam B.  Furthermore, the mixed control region was extended over a larger potential range. 
For example, in GB-100 the mixed control region existed from -0.25 VAg/AgCl to -0.5VAg/AgCl, 
occurring over a range of about 0.25 V. For the EnFACE electrolyte, the charge-transfer 
region was missing and the mixed-control region occurred from about 0 to -0.18 VAg/AgCl, a 
range of only 0.18 V. The iLim value was modestly reduced by using low amounts of Copper 
Gleam B; at higher additive concentrations, the iLim assumed a fairly constant value. 
The results indicate that Copper Gleam B is a strong polariser in the EnFACE 
electrolyte. While we can only speculate on the actual chemical components of Copper 
Gleam B, it is likely that Copper Gleam B would be a large organic molecule of high 
molecular weight like PEG. The strong inhibiting effect of PEG in the conventional acid-
copper electrolyte is well known [23, 38-39]. Suppressors are known to affect the charge-
transfer mechanisms more than the diffusion-controlled ones [27, 38]. This explains the 
appearance of the charge-transfer region in the polarisation plots after adding Copper Gleam 
B in the electrolyte.  
Figure 2c shows the polarisation behaviour of the EnFACE electrolyte with different 
concentrations of Copper Gleam A. Again, the charge transfer region of the i-V curve was 
missing, and only the mixed-control and iLim region were present. No significant shift in the 
polarisation curve was observed at low concentrations of Copper Gleam A (e.g GA-17 and 
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GA-33). However, at higher Gleam A concentrations, the curve shifted to lower i that 
indicated plating inhibition. Both the mixed-control and iLim regions were changed, although 
the latter exhibited a greater shift. Inhibition was also found to be concentration-dependent, 
similar to those seen in Cl- and Copper Gleam B. 
The inhibiting effect of Copper Gleam A is somewhat surprising as accelerators are 
expected to depolarise the cathode [24]. However, Tan et al. [40] reported similar 
concentration-dependent inhibiting behaviour for the accelerator SPS when used as the lone 
additive in the conventional acid-copper sulfate electrolyte. They explained that suppression 
was the result of the Cu(I)-thiolate complex present at the cathode. It is therefore probable 
that similar mechanisms are at play in the Copper Gleam A-containing EnFACE electrolyte.  
The single additives also inhibited hydrogen evolution (HE). In the E-0 electrolyte, 
HE commenced at potentials greater than -0.4 VAg/AgCl. In the additive-containing electrolyte, 
the increase in HE current started at about -0.8 VAg/AgCl. 
 
Figure 3 presents the cathodic polarisation of the  EnFACE plating electrolyte before 
and after addition of Cl-, Copper Gleam B and Copper Gleam A.  When added separately the 
three additives caused cathode polarisation in the EnFACE electrolyte. However, the degree 
of polarisation or inhibition, which is judged from the amount of shift to lower i and higher 
potentials, depends on the type of additive. Copper Gleam A and Cl- created similar though 
modest levels of inhibition. Copper Gleam B caused significant polarisation, especially at the 
charge-transfer regions.    
The strong inhibition  seen in Copper Gleam B may be linked to the degree of 
adsorption and consequent surface coverage of the cathode by the additives.  A larger 
molecule can cover a bigger surface and cause greater suppression. The molecules of Copper 
Gleam B is believed to be relatively larger compared to the molecules of Copper Gleam A 
and Cl-, as would be if one were a PEG-type and the other an SPS type-additive. 
Interestingly, the iLim in the electrolytes with single additive were similar. This suggests that  
iLim is independent of the type of additive used. The steady value of the iLim may be caused by 
mass transport-limited reduction of Cu2+. Finally, the additives increased the hydrogen 





3.3 Effect of mixed additive 
3.3.1 Cl-Copper Gleam B 
 Figure 4 shows the cathodic polarisation curve for the EnFACE plating electrolyte 
with additions of Cl-, Copper Gleam B, and Cl-Copper Gleam B, all at industry 
recommended concentrations. The GB-100 and Cl-GB plots were quite similar, displaying 
the full sigmoidal shape of the curve. The charge-transfer region of the GB-100 and Cl-GB 
electrolyte did not have significant difference (Fig. 4b). At the mixed control and the iLim 
region, the Cl-GB plot shifted to lower i values. To illustrate, Cl-GB electrolyte has an iLim of 
about 3.0 mA·cm-2, while the GB-100 and Cl-100 electrolytes have iLim of 5.0 mA·cm
-2. This 
indicates that a further increase in plating suppression occurred after the two additives were 
combined, and confirms the synergistic effect of Cl- and Copper Gleam B on plating 
suppression.   
 The current results are consistent with past studies that observed the strong plating 
inhibition caused by the combination of a suppressor (PEG) and a promoter (Cl-)[7, 9, 41, 
42]. Using the PEG model, studies suggest that inhibition was due to the presence of the 
PEG-Cu+-Cl- complex at the cathode [43-44]. Feng et al. [45] proposed that Cl- acts as a 
strong anchor and secures the PEG-Cu+ complex to the cathode surface. Hai et al. [46] 
further suggested that the PEG branches could interlink creating a large network of 
interlinked suppressor complex that effectively covers a huge area of the substrate surface.  
3.3.2 Cl-Copper Gleam B-Copper Gleam A 
The effect of combining all three additives; i.e. Cl-, Copper Gleam B, and Copper 
Gleam A, on cathodic polarisation of the EnFACE electrolyte is shown in Fig. 5. Figure 5a 
shows the plot over the potential range 0 to -1.0 VAg/AgCl, while Fig. 5b shows the curve over 
the range 0 to -0.3 VAg/AgCl. It was seen earlier that the mixture of Cl
- and Copper Gleam B 
electrolyte caused synergistic inhibition at the diffusion-limited regions. However, an 
interesting phenomenon was seen with the addition of the accelerator, Copper Gleam A, to 
the Cl-GB electrolyte. While the charge-transfer region appeared unaffected, the mixed 
control and iLim region were found shifted to higher current densities. The upward shift in the 




The accelerating effect of Copper Gleam A, when used with Copper Gleam B and Cl- 
that was seen in the EnFACE electrolyte is similar to those reported when SPS is added to 
PEG-Cl--containing conventional copper electrolytes [40, 45, 47]. It is believed that the 
accelerator SPS reacts with CuCl to form the Cu(I) thiolate molecule [48]. The thiolate 
molecule is known to weaken the suppressing effect of the PEG-Cl--Cu complex at the 
cathode surface; either (i) by directly competing with the suppressor for the Cu ion, or (ii) by 
weakening the bond between the suppressor and the cathode surface. While it is likely that 
similar mechanisms caused the acceleration observed in the EnFACE electrolyte, other 
explanations are also possible. However, a definitive mechanism would require further work. 
On the other hand, the observed increase in limiting current density, though somewhat 
unexpected, could be explained by (i) the reduction of the concentration of suppressors 
(Copper Gleam A ±Cl-) at the surface due to the action of the accelerator (Copper Gleam B); 
RULLE\DFKDQJHLQWKHHOHFWURGH¶VVXUIDce morphology during the polarisation test. 
Figure 6 shows the polarisation curves for different concentrations of the mixed Cl-
Copper Gleam B-Copper Gleam A in the plating electrolyte. As the amount of additives was 
increased, the curves shifted to more negative K values and lower values of i in both the 
charge- transfer and diffusion-limited regions. Similar to what was previously observed in 
earlier electrolytes, this result indicated concentration-dependent plating inhibition. However, 
beyond the recommended concentrations no appreciable increase in plating inhibition was 
observed, as suggested by the similar i-V curves of E-100 and E-200.  
The results indicate that plating inhibition was dependent on the amount of additives 
used.  This concentration-dependent suppression is logical because higher amounts of 
additives in the electrolyte correlate to more molecules being adsorbed at the cathode. 
However, it appears that plating suppression reached a maximum after a certain amount of 
additive was used. This occurred at the 100% additive concentration, and no appreciable 
cathode polarisation was observed beyond this value. This result is consistent with the 
µSRODULVDWLRQSODWHDX¶UHSRUWHGIRUDdditive-containing electrolytes [7]. 
The electrochemical behaviour of the EnFACE electrolyte with additives is similar to 
that of a standard Cu plating bath. The suppression and acceleration phenomenon 
accompanying the use of additives were all observed in the EnFACE. This implies that the 
EnFACE electrolyte could behave similarly and give comparable results as the standard 
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electrolyte when used in actual service. On the other hand, the inherently low limiting current 
of the EnFACE electrolyte could be a disadvantage, since this leads to lower plating rates.  
 
4.0 Conclusion 
Copper Gleam B, Copper Gleam A and Cl-, when used separately, induced a 
concentration-dependent polarisation of the cathode in the EnFACE electrolyte. The increase 
in polarisation indicated plating inhibition. Plating inhibition was probably due to the 
adsorption of additives at the cathode surface. The adsorbed additives had a two-fold effect 
on plating: i) adversely influenced the interfacial charge-transfer rate of Cu2+ and ii) 
prevented Cu2+ from reaching the cathode by covering active surfaces. 
A synergistic effect on plating inhibition in the mass-transport limited regions 
occurred when a mixture of Copper Gleam B and Cl- was used. Furthermore, the accelerating 
effect of Copper Gleam A was revealed when added to the Copper Gleam B-Cl- containing 
EnFACE electrolyte.  
In the presence of additives, the electrochemical behaviour of the EnFACE bath is 
parallel to that of the standard copper electrolyte. However, the EnFACE electrolyte showed 
lower limiting current and higher polarisation than a standard bath due to its high resistivity, 
which would consequently limit the plating rates in the EnFACE process. Such could have 
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Figure 1: Comparison of polarisation curves of the Enface electrolyte (E-0) and standard 
copper electrolyte (S-0), both without additives. (a) Plot in the overpotential range of 0 to -
1.0V Ag/AgCl and (b) inset, zoomed in at 0 to -0.2 V Ag/AgCl. 
Figure 2:  Cathodic polarisation curve for the EnFACE electrolyte without additives (E-0), 
and with different concentrations of single additives (a) Cl-  (b) Copper Gleam B and (c) 
Copper Gleam A. Labels involving 17, 33, 50 and 100 refer to relative percentage with 
respect to the recommended dosage. 
Figure 3. Cathodic polarisation curves of the EnFACE plating electrolyte i) without additives 
(E-0), and with single additives at recommended concentrations: ii) Copper Gleam B (GB-
100), iii) Copper Gleam A (GA-100) and iv) Cl- (Cl-100). 
Figure 4:  Cathodic polarisation curves of the Enface electrolyte: i) without additives (E-0),ii) 
with single additives Cl- (Cl-100) and Copper Gleam B (GB-100) at industry recommended 
dosages, and iii) with mixed Cl- and Copper Gleam B (Cl-GB). a) Plot showing potential 
range from 0 to -1 VAg/AgCl and b) inset, from 0 to -0.3 VAg/AgCl. 
Figure 5: Cathodic polarisation curve of the EnFACE plating electrolyte: i) without additive 
(E-0), ii) with copper gleam B (GB-100), iii) with a mixture of Cl and Copper Gleam B (Cl-
GB), and iv) with recommended concentrations of Cl-, Copper Gleam B and Gleam A (Cl-
GB-GA). a) Plot showing overpotential range from 0 to -1.0 VAg/AgCl and b) inset, at 
overpotential range of 0 to -0.3 VAg/AgCl. 
Figure 6: Cathodic polarisation curve of the EnFACE electrolyte with different 
concentrations of the mixed additives Cl-, Copper Gleam A, and Copper Gleam B. Labels 
involving 17, 33, 50 and 100 refer to relative percentage with respect to the recommended 


























Standard electrolyte S 0.63 2.04 70 0.5 10 
Standard electrolyte without additives S-0 0.63 2.04 x x x 
EnFACE electrolyte without additives E-0 0.1 x x x x 
EnFACE electrolyte with 100% of Cl-, Gleam B 
additive concentration 









































 17% of the recommended Cl
- additive 
concentration 
Cl-17 0.1 x 12 x x 
33% of the recommended Cl- additive 
concentration 
Cl-33 0.1 x 23 x x 
50% of the recommended Cl- additive 
concentration 
Cl-50 0.1 x 35 x x 
100% of the recommended Cl- additive 
concentration 












































17% of the recommended Gleam B 
additive concentration 
GB-17 0.1 x x x 1.7 
33% of the recommended Gleam B 
additive concentration 
GB-33 0.1 x x x 3.3 
50% of the recommended Gleam B 
additive concentration 
GB-50 0.1 x x x 5.0 
100% of the recommended Gleam B 
additive concentration 












































17% of the recommended Gleam A 
additive concentration 
GA-17 0.1 x x 0.09 x 
33% of the recommended Gleam A 
additive concentration 
GA-33 0.1 x x 0.17 x 
50% of the recommended Gleam A 
additive concentration 
GA-50 0.1 x x 0.25 x 
100% of the recommended Gleam A 
additive concentration 










































17% of the recommended additive 
concentration 
E-17 0.1 x 12 0.09 1.7 
33% of the recommended additive 
concentration 
E-33 0.1 x 23 0.17 3.3 
50% of the recommended additive 
concentration 
E-50 0.1 x 35 0.25 5.0 
100% of the recommended additive 
concentration 
E-100 0.1 x 70 0.50 10 
200% of the recommended additive 
concentration 
E-200 0.1 x 140 1.00 20 
  
16 
Table 2: Mass transfer limiting currents for standard electrolyte without additives (S-0) and 






































Figure 1: Comparison of polarisation curves of the Enface electrolyte (E-0) and standard 
copper electrolyte (S-0), both without additives. (a) Plot in the overpotential range of 0 to -
























Figure 2: Cathodic polarisation curve for the EnFACE electrolyte without additives (E-0), 
and with different concentrations of single additives (a) Cl-  (b) Copper Gleam B and (c) 
Copper Gleam A. Labels involving 17, 33, 50 and 100 refer to relative percentage with 








Figure 3: Cathodic polarisation curves of the EnFACE plating electrolyte i) without additives 
(E-0), and with single additives at recommended concentrations: ii) Copper Gleam B (GB-





















Figure 4: Cathodic polarisation curves of the Enface electrolyte: i) without additives (E-0),ii) 
with single additives Cl- (Cl-100) and Copper Gleam B (GB-100) at industry recommended 
dosages, and iii) with mixed Cl- and Copper Gleam B (Cl-GB). a) Plot showing potential 





















Figure 5: Cathodic polarisation curve of the EnFACE plating electrolyte: i) without additive 
(E-0), ii) with copper gleam B (GB-100), iii) with a mixture of Cl and Copper Gleam B (Cl-
GB), and iv) with recommended concentrations of Cl-, Copper Gleam B and Gleam A (Cl-
GB-GA). a) Plot showing overpotential range from 0 to -1.0 VAg/AgCl and b) inset, at 



















Figure 6: Cathodic polarisation curve of the EnFACE electrolyte with different 
concentrations of the mixed additives Cl-, Copper Gleam A, and Copper Gleam B. Labels 
involving 17, 33, 50, 100 and 200 refer to relative percentage with respect to the 
recommended dosage of 70 ppm Cl-, 0.5 ml/L Copper gleam A, and 10 ml/L Copper gleam 
B. 
 
 
 
 
 
 
 
 
 
